
A set of 6 filters for adjusting the intensity or
colour temperature of the light output.

VB1505 Colour Control

A set of four-leaf barn-doors (top, bottom
and sides) for use with a single Mosaic unit.

VB1500 Mosaic Barn-Door Set

A set of two-leaf barn-doors (top and
bottom) for use with two joined Mosaic
units.
VB1501 2x1 Panel Barn-Door Set

A set of two-leaf barn-doors (top, bottom or
sides) for use with four joined Mosaic units.

VB1502 2x2 Panel Barn-Door Set

For joining two Mosaic units together.
Includes joining plate and an extended
swivel/tilt yoke.
VB1515 2x1 Panel Joining Kit

For joining four Mosaic units together.
Includes joining plates and a larger
swivel/tilt yoke.
VB1516 2x2 Panel Joining Kit

A set of 10 filters for adding colour or
cosmetic effects to the light output.

VB1506 Colour FX

For mounting a single Mosaic unit directly to
a ceiling or other flat surface.

VB1517 Ceiling Mount Kit

Colour Control Filter Set Colour Control FX Set 2x1 Panel Joining Kit 2x2 Panel Joining Kit

Ceiling Mounting Kit Mosaic Barn-Door Set 2x1 Panel Barn-Door Set 2x2 Panel Barn-Door Set

mosaic accessories
3 Pin XLR-RJ45 Adaptor Anton/Bauer Battery Plate DMX / Ethernet Cable 1x1 Honeycomb Grid

5 Pin XLR-RJ45 Adaptor V-Mount Battery Plate AC Power Cord 2 Panel Padded Carry Case

For Converting a DMX 3 pin Male or Female
XLR plug to an RJ45 male plug.

VB1565 Male to male
VB1566 Female to male

DMX / Ethernet cable for linking mosaic
units together to form light banks or chains.

VB1580 1m cable

The Honeycomb Grid changes the Mosaic's
beam from a broad, soft flood to a narrower,
more concentrated beam.
VB1503 1x1 Honeycomb Grid

For powering Mosaic units from an
Anton/Bauer G-mount (or similar) battery.

VB1555 Anton/Bauer Battery Plate

For powering Mosaic units from a V-mount
fitting battery.

VB1556 V-Mount Battery Plate

6m power cord for use with the AC/DC
Adaptor Power Supply Unit.

VB1541 UK (pictured)
VB1540 Euro
VB1542 US

Padded Bag for 1 or 2 Mosaic panels plus
filters, barndoors, batteries and cables.
Light stands can be strapped to the front of
the bag using the tie straps to create a
portable and lightweight 2-light shooting kit.
VB1525 2 Panel Padded Carry Case

For Converting a DMX 5 pin Male or Female
XLR plug to an RJ45 male plug.

VB1570 Male to male
VB1571 Female to male

mosaic accessories
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